
TR-4163S RZR ACE 900 SLIP-ON INSTALLATION INSTRUCTIONS

1. It is not required but will make installation easier if you remove the tail light 
assembly. Remove the stock silencer and keep the springs.

2. Aluminum trinity racing rear panel requires the removal of the two 8mm bolts and 
nuts just above the receiver hitch, and the two 6mm bolts about 12” above the 
8mm bolts.  The two small holes in the panel take the two 6mm that were 
removed, the two bottom slots take the supplied 2- 2 ½” long aluminum spacers, 
(2) 8mm x 80mm socket head bolts, (4) flat washers, (2) lock washers, and (2) 
8mm nuts.  Once installed, secure all hardware.

3. Prior to installing the steel silencer mounting brackets, you must first bolt on the 
dual billet silencer aluminum clamps.  You will need (2) 8mm x 25mm socket 
head bolts, (5) 8mm flat washers, (2) 8mm lock washers, (2) 8mm nuts, (2) ½” 
aluminum spacers, and (2) 8mm x 35mm socket head bolts. Secure the aluminum 
billet clamps to the steel mounting plate.  This steel mounting plate bolts onto the 
back of the chassis in the 4 square holes.  To bolt this on, you will need (4) 8mm x
20mm button head bolts, (8) 8mm flat washers, (4) 8mm lock washers and (4) 
8mm nuts.

4. Fully loosen the non-mounted billet clamps so you can slide the silencers from left
to right.  Before installing the silencers, you must first install the 4-bolt mounting 
flange onto the silencer.  You will use (8) 8mm x 20mm button head bolts, (8) 
8mm lock washers, and (2) spring tabs. When facing the inlet side of the silencer 
with the Trinity logo facing the back of the car, these spring tabs go on the top left 
bolt location.

5. Attach “y” collector over the stock headpipe crush donut.  Attach springs to hold it
in place. From left to right, slide the silencers thru the billet clamps and onto the 
“y” collector.  Make sure silencers are even and straight and tighten all hardware. 
Attached springs from “y” collector to silencers. You can rotate the tips to your 
liking by loosening the four 5mm bolts on the tip plate.

6. Attach tail light assembly if removed earlier.


